
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

21171 UCONN Central Long Island
Sound Research Buoy

41 08 25 N
72 39 18 W

Fl Y 4s Yellow. Private aid.

* 34/02

*28330 - Channel Buoy 1 Green can. Private aid.

34/02

*28331 - Channel Buoy 2 Red nun. Private aid.

34/02

*28332 - Channel Buoy 3 Green can. Private aid.

34/02

*28333 - Channel Buoy 4 Red nun. Private aid.

34/02

*28334 - Junction Buoy Green and red can. Private aid.

34/02

28335 - Channel Buoy 5 Green can. Private aid.

* * * * 34/02

*28336 - Channel Buoy 6 Red nun. Private aid.

34/02

*37332 - Channel Lighted Buoy 15A Fl G 2.5s 4 Green.

34/02

*37333 - Channel Lighted Buoy 15B Q G Green.

34/02

*Add Heading:
*Indian Point Security Zone

*37931 - Buoy A White and orange. Private aid.

34/02

*37931.1 - Lighted Buoy B Fl W 4s 2 White and orange. Private aid.

34/02

*37931.2 - Lighted Buoy C Fl W 4s 2 White and orange. Private aid.

34/02

*37931.3 - Lighted Buoy D Fl W 4s 2 White and orange. Private aid.

34/02

*37931.4 - Lighted Buoy E Fl W 4s 2 White and orange. Private aid.

34/02

*37931.5 - Lighted Buoy F Fl W 4s 2 White and Orange. Private aid.

34/02
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*37931.6 - Buoy G White and orange. Private aid.

34/02

*Add Heading:
*Hudson River

37935 CHARLES POINT MARINA
LIGHT A

41 16 36 N
73 56 42 W

Oc W 4s Private aid.

34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2195 - Lighted Buoy D 39 00 49 N
75 14 56 W

Fl Y 4s 6 Yellow.

* 34/02

4795 - Daybeacon 4 38 20 26 N
75 05 13 W

TR on pile.

* 34/02

4840 - Daybeacon 7 38 21 03 N
75 05 31 W

SG on pile.

* 34/02

FENWICK ISLAND TO CHINCOTEAGUE INLET (Chart 12211)

Sinepuxent Bay

4995 - Daybeacon 1 38 19 34 N
75 05 52 W

SG on pile.

* 34/02

4996 - Daybeacon 1A Remove from list.

* 34/02

5326 - Daybeacon 12A TR on pile.

* 34/02

5331 - Daybeacon 13A SG on pile.

* 34/02

5750 - Daybeacon 47 SG on pile.

* 34/02

5765 - Daybeacon 51 SG on pile.

* 34/02

6325 - Daybeacon 207 SG on pile.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
6345 - Daybeacon 212 TR on pile.

* 34/02

6735 - JUNCTION LIGHT QI 37 27 54 N
75 40 50 W

Fl (2+1) G 6s 15 6 JG on multi-pile structure.

* 34/02

7025 - LIGHT 10 Fl R 4s 16 3 TR on pile.

* 34/02

8355 SWAN POINT SOUTH
RANGE REAR LIGHT
850 yards, 169.4° from
front light.

Oc W 4s 51 On mulitple pile steel structure. Higher intensity on range line.
Lighted throughout 24 hours.

* 34/02

9055 - EAST RANGE FRONT
LIGHT

39 30 44 N
75 53 09 W

Q W 24 KWB on pile structure.

* 34/02

9060 - EAST RANGE REAR
LIGHT
200 yards, 074.1° from
front light.

Iso W 6s 44 KWB on white skeleton tower.

* 34/02

9670 - CREEK LIGHT 5 Q G 15 3 SG on pile.

* 34/02

10580 - CHANNEL LIGHT 2 36 58 51 N
76 18 40 W

Fl R 2.5s 15 3 TR on multi-pile structure.

* * 34/02

11135 - Channel Daybeacon 29 SG on multi-pile structure.

* 34/02

16280 - LIGHT 8 Fl R 4s 17 3 TR on multi-pile structure.

* 34/02

16300 - LIGHT 9 Fl G 4s 15 4 SG on multi-pile structure.

* * 34/02

16335 - LIGHT 11 Fl G 4s 16 4 SG on multi-pile structure.

* * 34/02

20500 - LIGHT 4 Q R 15 5 TR on pile. Light equipment removed when
endangered by ice.

* 34/02

20870 - CHANNEL RANGE FRONT
LIGHT

39 13 16 N
76 34 35 W

Q G 20 On on multi-pile structure. Visible on range line only.
Lighted throughout 24 hours.

* * * 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
20875 - CHANNEL RANGE REAR
LIGHT
402 yards, 267.8° from
front light.

Iso G 6s 50 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 34/02

21500 - LIGHT 11 Fl G 2.5s 15 3 SG on pile. Light equipment removed when
endangered by ice.

* 34/02

Kings Creek

21520 - LIGHT 1 Fl G 4s 16 4 SG on multi-pile structure. Light equipment removed when
endangered by ice.

* 34/02

21525 - LIGHT 3 Fl G 4s 15 4 SG on pile. Light equipment removed when
endangered by ice.

* * 34/02

21530 - JUNTION LIGHT KC 37 16 56 N
76 01 20 W

Fl (2+1) G 6s 14 3 JG on multi-pile structure.

* * 34/02

21715 - Daybeacon 7 SG on pile.

* 34/02

21770 - CHANNEL LIGHT 3 Fl G 4s 16 4 SG on pile. Light equipment removed when
endangered by ice.

* 34/02

28310 - LIGHT 3 35 47 23 N
75 33 59 W

Fl G 4s 15 4 SG on pile.

* 34/02

28320 - LIGHT 5 35 47 29 N
75 33 51 W

Fl G 4s 15 4 SG on pile.

* 34/02

28400 - CHANNEL LIGHT 10 Fl R 4s 17 3 TR on pile. Light equipment removed when
endangered by ice.

* 34/02

28405 - CHANNEL LIGHT 11 Fl G 6s 15 4 SG on multi-pile structure. Light equipment removed when
endangered by ice.

* 34/02

Roanoke Sound

28470 - CHANNEL LIGHT 17 Fl G 4s 15 4 SG on pile. Light equipment removed when
endangered by ice.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
28475 - CHANNEL LIGHT 19 Fl G 2.5s 15 3 SG on multi-pile structure. Light equipment removed when
endangered by ice.

* 34/02

28485 - CHANNEL LIGHT 22 Fl R 2.5s 15 3 TR on multi-pile structure. Light equipment removed when
endangered by ice.

* 34/02

28510 - CHANNEL LIGHT 27 Fl G 4s 15 4 SG on pile. Light equipment removed when
endangered by ice.

* 34/02

28825 - LIGHT 33 Fl G 2.5s 15 3 SG on pile.

* 34/02

28865 - LIGHT 42RC Fl R 2.5s 15 5 TR on pile. Ra ref.

* 34/02

37655 - LIGHT 128 36 18 55 N
75 58 20 W

Q R 15 3 TR-TY on pile.

* 34/02

37690 - LIGHT 138 Q R 15 3 TR-TY on pile.

* 34/02

38435 - LIGHT 29 34 45 33 N
76 40 21 W

 Q G 15 3 SG-SY on multi-pile structure.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1400
25455

PASS-A-GRILLE
Entrance Light PG

27 40 35 N
82 46 01 W

Mo (A) W 16 5 MR on pile.

* * * * * 34/02

21885 - LIGHT 7 Q G 16 3 SG on pile.

* 34/02

22540 - Lighted Buoy 5 Fl G 4s 3 Green.

* 34/02

Pass-A-Grille

25455
1400

- Entrance Light PG 27 40 35 N
82 46 01 W

Mo (A) W 16 5 MR on pile.

* * * * * 34/02

25460 - Channel Daybeacon 1 SG on pile.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
25465 - Channel Daybeacon 2 TR on pile.

* 34/02

25470 - Channel Daybeacon 3 SG on pile.

* 34/02

25470.5 - Channel Buoy 5 Green can.

* 34/02

25475 - CHANNEL LIGHT 6 27 40 31 N
82 44 57 W

Fl R 4s 16 3 TR on pile.

* * 34/02

25500 - CHANNEL LIGHT 9 27 40 44 N
82 44 20 W

Fl G 4s 15 4 SG on pile.

* 34/02

37290 - JETTY RANGE FRONT
LIGHT

31 05 21 N
81 26 28 W

Q R 11 KRW-I on dolphin.

* 34/02

37330 - Range Front Daybeacon 31 04 24 N
81 25 46 W

KRW-I on pile.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*Add Heading:
*Florida Department of Environmental Protection

*4346.01 - Lighted Danger Buoy A 30 24 57 N
87 11 40 W

Fl W 2.5s 3 Whit with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.02 - Danger Buoy B 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.03 - Danger Buoy C 30 24 57 N
87 11 44 W

3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.04 - Danger Buoy D 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*4346.05 - Lighted Danger Buoy E Fl W 2.5s 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.06 - Danger Buoy F 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.07 - Danger Buoy G 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*4346.08 - Lighted Danger Buoy H 30 24 53 N
87 11 51 W

Fl W 2.5s 3 White with orange bands
and diamond worded:
DANGER SUBMERGED
ROCKS.

Private aid.

34/02

*Add Heading:
*Pensacola Bay

4347 - Bridge Approach
Lighted Buoy 7

30 23 54 N
87 10 30 W

Fl G 2.5s 4 Green.

34/02

22700 - ENTRANCE CHANNEL
RANGE C FRONT LIGHT

29 20 30 N
94 46 58 W

Q G 35 KRW on skeleton tower on piles. Visible 2° each side of rangeline.

* * 34/02

24040 BAYTOWN BEND LIGHT 113 29 43 29 N
95 01 27 W

Fl G 4s 27 4 SG on pile.

* 34/02

24210 CROSSOVER INBOUND
RANGE FRONT LIGHT

29 45 19 N
95 03 56 W

Q G 40 KRW on skeleton tower on piles.
On same structure as
Lynchburg Outbound Range
Front Light.

For upbound traffic.
Visible 2° each side of rangeline.

* 34/02

24215 CROSSOVER INBOUND
RANGE REAR LIGHT
175 yards, 344.3° from
front light.

Iso G 6s 55 KRW on skeleton tower on piles. Visible 2° each side of rangeline.

* 34/02

24235 - Buoy 124 29 44 59 N
95 03 47 W

Red nun.

* 34/02

*24252 UPPER CROSSOVER
OUTBOUND RANGE
FRONT PASSING LIGHT

29 44 27 N
95 03 41 W

Fl W 4s 15 5 On same structure as Upper
Crossover Outbound Front
Light.

34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.7

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*24257 - LIGHT 124A
145 feet outside
channel limit.

Fl R 2.5s 17 4 TR on pile.

34/02

24285 LYNCHBURG OUTBOUND
RANGE FRONT LIGHT

29 45 19 N
95 03 56 W

Q G 40 KRW on skeleton tower on piles.
On same structure as
Crossover Inbound Range
Front Light.

For downbound traffic.
Visible 2° each side of rangeline.

* 34/02

24290 LYNCHBURG OUTBOUND
RANGE REAR LIGHT
250 yards, 123.3° from
front light.

Iso G 6s 55 KRW on skeleton tower on piles. Visible 2° each side of rangeline.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

225 San Luis Obispo Light 35 09 36 N
120 45 36 W

Fl W 5s 116 20 On cylindrical structure east of
the old lighthouse.

Lighted throughout 24 hours.
Emergency light of reduced

intensity when main light is
extinguished.

HORN: 2 blasts ev 60s (3s bl-3s
si-3s bl-51s si).

* 34/02

560 St. George Reef Lighted
Whistle Buoy 2SG

41 50 14 N
124 23 11 W

Fl R 4s 5 Red.

* * * * * 34/02

*Delete Heading and Note:
*POINT BARROW TO HERSCHEL ISLAND (Chart 16004)

*Oil well structures exist along the Beaufort Seacoast between 147° and 149° west longitude.

1440 Prudhoe Bay Waterflood
Daybeacons (2)

Remove from list.

* 34/02

1450 Prudhoe Bay Waterflood
Intake Safety Zone
Daybeacons (2)

Remove from list.

* 34/02

El Segundo

3380 - Lighted Bell Buoy 2ES 33 54 42 N
118 27 30 W

Fl R 4s Red. Private aid.

* * 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.8

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
8105 - DIRECTIONAL LIGHT 39 25 36 N
123 48 24 W

F W
(G & R sectors)

15 1 On pile. Visible white light in center of
channel (001.5°T-285°T); red
light when right of inbound
channel (280°T-283.5°T);
green light when left of
inbound channel (286.5°T-
290°T).

* * * * * 34/02

8120 - LIGHT 10 39 25 37 N
123 48 20 W

Fl R 2.5s 24 5 TR on pile.

* * * * 34/02

25751 Seal Island Shoal Buoy 61 05 24 N
146 25 14 W

Fl 4s White with orange bands. Private aid.

* 34/02

29654.2 - HARBOR ENTRANCE
CHANNEL LIGHT 6

21 19 19 N
158 07 16 W

Q R 15 4 TR on post.

* * 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2002

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

12610 ST. IGNACE MARINA LIGHT 45 51 59 N
84 43 07 W

Oc R 4s 15
5

Maintained from May 1 to
Nov. 1.

Private aid.

* 34/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.9

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.


